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FIELD TERM PLUG THE LYRA
RJ45 CAT.6A STP

DESCRIPTION

Simple to assembly, made mainly for
industrial usage.

Simple to attach, is the most
common way to recognize this
barpa product.

APPLICABLE STANDARDS
VE2A5RS

+ EM60803-7-51 - |EEE 8023t - ANSI/TIA-568-D v cE ROMS
< ISO/IEC T80T « DIN EM 5017341+ |[EEE 802,36t
- IEEE BO2.3af - [EEEB02.3an « IEC&0527 - ULP4 - RoHS
= UL1863 - UL2043
FEATURES
Category & acc. to ISO/IEC 11801
VTS{SS—B Wiring Schémes
Hardened and Tempered finish to prevent external electrical interference
Long release latch
Pre-Assembled Protection Cap
Power over Ethernet plus (PoE+) acc. to IEEE 802.3at
10 Gigabit Ethernet
MECHANICAL CHARACTERISTICS
Shield Material Zinc Die-Cast Nickel-Plated
Color Silver and black protection cop
Cable Quter diameter 5.0 - 9.0 mm
Insulation Diameter 10 -1,6 mm
Life 2 750 mating cycles
Insertion Force = 30N
Reusable IPC s hx
ELECTRICAL CHARACTERISTICS
Contact Resistance =20 m)
Insulation Resistance = 500 MO
ENVIRONMENTAL CHARACTERISTICS
Protection Against Ingress IP 20
Tempr_:rc:tu'e - -40°C to +85°C
et b ke A v s
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