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LOGISTICS INFORMATION
Plastic Bag Outer Box

Code Description Dimensions
(mm)

Quantity 
(un)

Dimensions
(mm)

Quantity 
(un)

81450104000 FO Fusion Splice Sleeves 2,5mm - 40mm 60x85 12 420x305x290 24000

81450106000 FO Fusion Splice Sleeves 2,5mm - 60mm 62x80 12 460x320x280 24000

DESCRIPTION

barpa’s Fiber Optic Fusion Splice Sleeves provide 
reliable protection for fiber splices. Made from high-
quality materials, they feature a transparent heat-
shrink coating and an internal metallic reinforcing pin, 
offering protection against bending and tension while 
ensuring excellent mechanical strength and maintaining 
optical performance. Their transparent design allows 
for easy visual inspection, while the universal fit ensures 
compatibility with a wide range of applications.

SPECIFICATIONS
Coating Material Heat-shrinkable

Reinforcement Pin Metallic

Shrink Temperature 120 ºC

Diameter (before shrinking) 2,5 mm

Length
40 mm

60 mm

Color Transparent
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TECHNICAL DRAWING (mm)

L  ±0,15 mm

Ø 2,5 ±0,15

Ø 0,9

Ø 1,0 ± 0,1


